
Hardware.
•	 15” TFT LCD Resistant Touch Operation
•	 500mm2 Bulk Scale (30kg x 0.005kg)
•	 300mm2 Minor Scale (6kg x 0.001kg)
•	 Scale height options - 400mm, 600mm, 800mm

•	 Total height 1658mm +/- 10
•	 Stainless Steel 304 Corrosion Proof Enclosure
•	 IP66-Rated (NEMA 4X) Water and Dust Ingress 

Protection
•	 0°C to +30°C Wide Operating Temperature Range
•	 Fanless Operation with Intel® Celeron® N3150/

N3160 or similar
•	 128GB SATA SSD Minimum
•	 WiFi/Bluetooth (optional extra)
•	 100 - 240 V AC Power Input
•	 M12 Type Input/Output Connectors
•	 Fuse rating 3A

VANTAGE 3
TWIN SCALE

If you need complete flexibility in your weighing 
process, the Vantage 3 Twin Scale offers 
two weighing platforms, to suit all weighing 
requirements in a mix. With full stainless steel 
construction and multiple networking options 
available, this weighing station leads the way  
in flexibility and construction quality.

Stevens Vantage 3 Twin Scale gives you 
two weighing platforms to make weighing 
a wide variety of materials easy and quick.

Interface.
•	 2 x Ethernet 10BASE -T, 100BASE -TX  

and 1000BASE -T
•	 2 x USB Type 2.0
•	 3 x RS232 Serial Interface
•	 2 x A to D Interface

Regulatory.
•	 CE / UKCA
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OPTIONAL 
EXTRA

Corded/Cordless 
Ultra Scanner.
Introducing the ultimate 
scanner for the toughest 
environments.

Support 
•	 Technical Documentation
•	 Declaration of Conformity
•	 Supply of Spare Modules
•	 Manufacturer Support for at least 5 years
•	 1 years warranty


